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Product Chair Fix 

Type 
A furniture joint repair kit comprising special joint sealing adhesive and application tools for ease 
of use in awkward situations. Chair Fix has a unique formula that swells furniture joints, making 
them as tight as when they left the workshop, and then seals them, preventing further shrinkage. 

Intended Use 
Use to set solid squeaky and loose-fitting round or square tenons joints on chairs, tables, 
staircases and other fine wood furnishings. 

Special Features 
Ideal for combating the effects on furniture joints of fluctuating humidity levels caused by central 
heating and air-conditioning systems. 

Preparation N/A 

Application 

If joints are separated or can be easily removed, Chair Fix glue can be applied directly from the 
container by coating both pieces that are to be joined. If the joints are still intact, select an 
appropriately sized needle to accomplish the flow rate desired into the space at the joint. A 45º 
angled needle is included in the kit. 

If possible, try to coat the end grains of the tenons by inserting the needle as far into the joint as 
possible and apply enough glue to fill the joint. If the joint is too tight to loosen enough to make a 
gap, a small hole can be drilled into the base of the joint to allow the glue to penetrate more 
deeply. If the gap in the joint is excessive, a wooden shim or splinter or toothpicks can be used to 
fill the gap before glue is applied. 

Whenever possible, Chair Fix glue should be applied into joints where gravity will allow the glue 
to stay in the joint. Work on upper joints first by turning the chair upside down. Let dry for 10 
minutes and then turn the chair right side up and fill the bottom joints. Wood clamps may be used 
to stabilise or square up the chair while it is drying. Do not disturb the glued chair for one hour. 

Coats One application should be sufficient 

Drying Time Dries in one hour. Full strength is achieved after 12 hours. 

Re-coating Time 12 hours. 

Application Temp. Ideally 15 - 25ºC 

Coverage N/A 

Maintenance Re-apply if required. 

Compatibility 
Suitable for use on bare or semi-coated timber. Dries glossy therefore immediately remove 
excess glue where it lands on visible surfaces. 

Settlement Shake container well before use. 

Shelf-life/Storage Many years if stored in the original sealed container in a cool dry place. 

Hazards 
Irritant. Avoid contact with eyes or skin. Wear suitable gloves. A full safety data sheet is available 
on request or on www.briwax.co.uk 

Clean-Up Clean up equipment and hands with soapy water. 

Sizes 
Box packaged kit comprising 100 ml bottle of Chair Fix with twist-top cap, 3 different sized 
application needles and one bulk application tip plus one multi0use syringe.  
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